
Direction of 
runoff flow 

. 4:,•••" . •••••:: 
Natural soil 

• : 

Note: Depending trocn configuration, atiach fabric to wire mesh with 
hog rings, steel posts with tie wires, or wood poets with stapes. 

Figure 6.3-2: Typical Installation for silt fence 

     

DENOTES BOUNDRY LINE 
DENOTES LOT UNE 

DENOTES SETBACK UNE 
DENOTES EXISTING CONTOUR UNE 

DENOTES CHAINLINK FENCE 
DENOTES WOOD FENCE 
DENOTES OVERHEAD ELECTRIC 
DENOTES PROPOSED ADDITION 

DENOTES ELECTRIC METER 
DENOTES ELECTRIC POWER POLE 
DENOTES FIRE HYDRANT 

     

     

     

MINIMUM SETBACKS 
FRONT STREET 	 30 FT. 

REAR YARD 	 25 FT. 
INTERIOR SIDE YARD HOUSE 10 FT. 
INTERIOR SIDE YARD GARAGE 5 FT. 

HARDCOVER 
AREA OF EXISTING STRUCTURES 
AREA PROPOSED StRUCTURES 
TOTAL AREA OF LOT 
HARDCOVER OF LOT 

1973.9 SQ. FT. 
540 SQ. FT. 

11165.7 SQ. FT. 
22.5 % 
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I HEREBY CER11FY THAT THIS SURVEY WAS PREPARED BY ME OR UNDER MY DIRECT SUPERMSION, AND THAT I AM A DULY LICENSED LAND SURVEYOR UNDER THE LAWS OF THE STAlE 0 MINNESOTA. 
VQ - c 5Lt./..-e-Zt/2t.  DATED:  (g  

VLADIMIR SIVRIVER LS. NO. 25105 
/ 22—  (c, 

inch Minimum :,:.• 

. 	. . • • 

6 inch minimum 

Waal or wood--.., 
poll or slake 

s- 700 -riwpt.ft 
319? 

SILT FENCE MUST BE 
INSTALLED PRIOR TO 
ANY INSPECTIONS 

Fabric anchorage 
french becidili with 

.7 lampeci nafurai soli 

BUILDING DEPARTMEN 

AUG 2 9200? 

CITY OF EDINA 	 

Call 48 Hours before digging 

GOPHER STATE ONE CALL  
Twin Cities Area 651-454-0002 

MN. Toll Free 1-800-252-1166 

0 	 30 	 60 

SCALE IN FEET 

t.Thci 1tD\1\J 
Wire mesh reinforcement 
(optional) 	 Engineeeng fabric. 

LEGAL DESCRIPTION 
Lot 1, Block 2, BENTON PARK, Hennepin County, 
Minnesota 

BENCHMARK 
El. 930.95 TOP OF NUT OF HYDRANT 
AT NORTH WEST QUADRANT OF 59TH 
STREET W. AND TINGDALE AVE. 

NOTES 
1. THE BASIS OF THE BEARING SYSTEM IS ASSUMED. 
2. CONTRACTOR MUST VERIFY PROPOSED ELEVATIONS. 
3. NO SPECIFIC SOIL INVESTIGATION HAS BEEN 

COMPLETED ON THIS LOT BY THE SURVEYOR. 
4. NO TITLE INFORMATION WAS PROVIDED FOR THIS 

SURVEY. THIS SURVEY DOES NOT PURPORT TO SHOW 
ALL EASEMENTS OF RECORD. 

5. EXISTING UTILITIES AND SERVICES SHOWN HEREON 
OWNER LOCATED EITHER PHYSICALLY ON THE GROUND 
DURING THE SURVEY OR FROM EXISTING RECORDS 
MADE AVAILABLE TO US OR BY RESIDENT TESTIMONY. 
OTHER UTILITIES AND SERVICES MAY BE PRESENT. 
VERIFICATION AND LOCATION OF UTILITIES AND 
SERVICES SHOULD BE OBTAIN FROM THE OWNERS OF 
RESPECTIVE UTILITIES BY CONTACTING GOPHER STATE 
ONE CALL AT (651) 454-0002 PRIOR TO ANY DESIGN, 
PLANNING OR EXCAVATION. 

W7,Ps.1.1. • CO IA 

BY DESCRIP71ON NO. 

6480 'Wayzata BouleVara., trantleatx,lis:  MN ::154 Di- 1710 
Phone: (763).515-2600 E-pki.: 
YeN:: 	4763)-545-2 80 1 *etk.Slie. 
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